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 ► Easy to install 
 ► Easy to calculate
 ► Wide working range



VIREO

VIREO 

features the smart  
solutions that make 
life easier and save 
time and money.

VIREO is equipped with high induction nozzles. These 
create a very good mix of chilled air up to 10°C below 
room temperature, which results in fewer diffusers per 
building to distribute the necessary cooling effect. This 
also creates more space in the ceiling for other equip-
ment without compromising comfort in the form of 
noise and cold draughts.

Room air

Supply air

Easier system design

The air diffusers are installed flush with the ceil-
ing to provide a discreet and attractive finish. This 
ensures no distracting shadows and the air diffusers 
are always aligned with the suspended ceiling.

White or black nozzles can be chosen as standard, 
while both the diffuser face and nozzles are avail-
able in other colours on request. All to support the 
work of the architect.

VIREO features a wide working range and in 
doing so is perfect for demand controlled venti-
lation (VAV/DCV). Demand controlled ventila-
tion enables energy savings without affecting 
comfort. 



VIREO

(Click)
(Click)

VIREO offers a wide working range in one and the same 
unit! This makes life easier on site where the flexibility 
of the diffuser means fewer product variants and sizes to 
manage. 

VIREO has a 360-degree rotatable commissioning 
box with telescopic adjustment, which saves both 
time and materials. Install the commissioning box, 
connect to the duct – irrespective of which side of 
the duct it comes from – then adjust vertically by 
hand so the diffuser fits perfectly.

Air diffusers are factory-fitted 
with a dust cover, which is both 
hygienic and time-saving. Elimi-
nating the need to clean building 
dust from the diffuser and duct 
system during commissioning.

The air diffuser’s dif-
fuser face features Quick 
Access functionality for 
fast and safe removal. 
Opening and closing the 
air diffuser is effortless 
and requires no acrobatics 
or juggling with tools or 
components.

Integrated rubber seal-
ing rings on connections 
ensure fast, air-tight 
installation. No tape or 
other seals are necessary 
to solve leakage and noise 
problems. 

Vertically 
adjustable

Can be rotated 
360 degrees

Easier installation
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VIREO

VIREO is designed to be installed in suspended ceilings with 
module measurements of 600x600 mm.

Adapters are available for other measurements (e.g. 625 or 675 
mm) and different suspended ceiling systems (see examples 
below). 

Adapters for different 
ceiling systems

Visible grid, lay in Hidden grid Visible grid, ceiling tiles Clip in

VIREO C 25 dB(A) 30 dB(A) 35 dB(A)

size l/s m3/h l/s m3/h l/s m3/h
200-600 78 281 89 320 103 371

250-600 92 331 106 382 122 439

315-600 118 425 136 490 158 569

400-600 170 612 195 702 225 810

Including commissioning box ALX

VIREO C ALX 25 dB(A) 30 dB(A) 35 dB(A)

size size l/s m3/h l/s m3/h l/s m3/h
200-600 125-200 53 191 61 220 70 252

200-600 160-200 63 227 73 263 85 306

250-600 160-250 73 263 85 306 99 356

250-600 200-250 81 292 92 331 105 378

315-600 200-315 105 378 121 436 138 497

315-600 250-315 111 400 128 461 149 536

400-600 250-400 132 475 153 551 176 634

400-600 315-400 142 511 164 590 190 684

Including commissioning box ALX and damper

VIREO C ALX 25 dB(A) 30 dB(A) 35 dB(A)

size size l/s m3/h l/s m3/h l/s m3/h
200-600 125-200 26 94 35 126 55 198

200-600 160-200 44 158 56 202 70 252

250-600 160-250 45 162 58 209 80 288

250-600 200-250 58 209 78 281 97 349

315-600 200-315 65 234 88 317 120 432

315-600 250-315 95 342 120 432 140 504

400-600 250-400 98 353 125 450 148 533

400-600 315-400 135 486 155 558 175 630

The data specified in the table applies to 50 Pa total pressure

Quick guide Air flow – Sound level


